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SHEET 9 OF 10 SHEETS

RECORD OF SURVEY No. 31-61

IN THE UNINCORPORATED TERRITORY OF THE COUNTY OF MONO, STATE OF CALIFORNIA,
BEING SECTIONS 21, 22, 27-30, 35 & 36, TOGETHER WITH THE SOUTHERLY TOWNSHIP LINE
FROM SECTION 33 TO 36, TOWNSHIP 7 NORTH, RANGE 23 EAST, MOUNT DIABLO MERIDIAN

MONUMENT DESCRIPTIONS:
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FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, 6 INCHES ABOVE THE TOP OF A MOUND OF STONES, 2.0 FEET IN
DIAMETER AND 4 INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN
EXCELLENT CONDITION, STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN
AND A FOREST SERVICE 54—2 BOUNDARY SIGN, 1.2 FEET EASTERLY. FOUND
1987 BEARING TREES:

BT1: A 12 INCH DEAD AND FALLEN PINYON PINE (RECORD WAS N77.25%,

20.1 FEET)

BT2: A 10 INCH PINYON PINE, S31E, 47.8 FEET
ADDED, TO THE LIVE TREE, A FOREST SERVICE 54—3 BEARING TREE SIGN AND
A 6" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR A CHAINING
POINT AT CENTER RIGHT SIDE. SET A NEW BEARING TREE SCRIBED "BT", WITH
6" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR CHAINING POINT
AT CENTER RIGHT SIDE, AND FOREST SERVICE 54—3 BEARING TREE SIGN:

BT3: AN 8 INCH PINYON PINE, S52'W, 26.9 FEET

SET A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 3.0 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. SET A U
CHANNEL ALUMINUM POST WITH FOREST SERVICE 54—9 MONUMENT SIGN AND A
FOREST SERVICE 54-—2 BOUNDARY SIGN, 2.0 FEET NORTHEASTERLY. SET NEW
BEARING TREES SCRIBED "BT", WMITH 6" MAG SPIKE AND "PLS 7172" STAINLESS
STEEL WASHER FOR CHAINING POINT AT CENTER RIGHT SIDE, AND FOREST
SERVICE 54—3 BEARING TREE SIGN:

BT1: A 10 INCH PINYON PINE, N75%, 24.1 FEET

BT2: A 10 INCH PINYON PINE, SO8t, 4.3 FEET

ESTABLISHED BY SINGLE PROPORTION ALONG THE LATITUDINAL ARC BETWEEN
300100 TO THE WEST, AND 500100 TO THE EAST. SET A STANDARD US
FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM
CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG,
24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND OF STONES, 3.5 FEET IN
DIAMETER AND 6 INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED
MAGNET BENEATH THE MONUMENT. SET A U CHANNEL ALUMINUM POST WITH
FOREST SERVICE 54-9 MONUMENT SIGN 2.0 FEET NORTHERLY. SET A NEW

ESTABLISHED BY SINGLE PROPORTION FROM 400200 TO THE WEST AND 500200
TO THE EAST. SET A STANDARD US FOREST SERVICE ALUMINUM MONUMENT
WTH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2%
INCH DIAMETER POST, 30 INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED
BY A MOUND OF STONES, 2.0 FEET IN DIAMETER AND 4 INCHES ABOVE THE
GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN,
1.5 FEET SOUTH—SOUTHEASTERLY. SET NEW BEARING TREES SCRIBED "BT",
WTH 6" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR CHAINING
POINT AT CENTER RIGHT SIDE, AND FOREST SERVICE 54—-3 BEARING TREE SIGN:

BT1: A 10 INCH PINYON PINE, S69F, 39.3 FEET

BT2: AN 8 INCH PINYON PINE, N10E, 34.2 FEET

FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, 6 INCHES ABOVE THE TOP OF A MOUND OF STONES, 2.0 FEET IN
DIAMETER AND 8 INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN
EXCELLENT CONDITION, STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN,
1.5 FEET NORTHERLY. FOUND ORIGINAL BEARING TREES:

BTi: AN 11 INCH MOUNTAIN MAHOGANY, N89%E, 6.2 FEET

BT2: A 12 INCH PINYON PINE, S26E, 11.8 FEET
ADDED, TO EACH TREE, A FOREST SERVICE 54-3 BEARING TREE SIGN AND A
6” MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR A CHAINING
POINT AT CENTER RIGHT SIDE

MONUMENT DESCRIPTIONS:

FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, ENCIRCLED BY A MOUND OF STONES, 3.5 FEET IN DIAMETER AND 10
INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN EXCELLENT CONDITION,
STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET A U CHANNEL
ALUMINUM POST WITH A FOREST SERVICE 54-9 MONUMENT SIGN, 1.5 FEET
NORTHERLY. FOUND ORIGINAL BEARING TREE:

BT1: A 12 INCH DEAD AND FALLEN PINE (RECORD WAS N19°E, 116.2 FEET)
FOUND 1986 BEARING TREE:

BT2: A 16 INCH DEAD AND FALLEN PINYON PINE (RECORD WAS S58°W,

16.5 FEET)
SET NEW BEARING TREES SCRIBED "BT”, WITH 6" MAG SPIKE AND "PLS 7172"
STAINLESS STEEL WASHER FOR CHAINING POINT AT CENTER RIGHT SIDE, AND
FOREST SERVICE 54-3 BEARING TREE SIGN:

BT3: A 5 INCH PINE, S68'W, 21.0 FEET

BT4: A 12 INCH PINE, N30E, 27.5 FEET

440400

500100 FOUND A 24 INCH X 17 INCH X 9 INCH STONE IN A 4 FOOT DIAMETER STONE
MOUND (RECORD WAS A 26 INCH X 14 INCH X 8 INCH STONE IN A 4 FOOT
DIAMETER STONE MOUND), ACCEPTED AS THE ORIGINAL CORNER AND REPLACED
WITH A STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER
POST, 30 INCHES LONG, 24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 4.0 FEET IN DIAMETER AND 6 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. BURIED
ORIGINAL STONE UPSIDE DOWN ALONGSIDE THE NEW MONUMENT. SET A U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN, 2.5
FEET NORTHERLY. NO NEW BEARING TREES ESTABLISHED

ESTABLISHED BY SINGLE PROPORTION FROM 500100 TO THE SOUTH AND
500200 TO THE NORTH. SET A STANDARD US FOREST SERVICE ALUMINUM
MONUMENT WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN,
ON A 2% INCH DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE GROUND,
ENCIRCLED BY A MOUND OF STONES, 2.0 FEET IN DIAMETER AND 6 INCHES
ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE
MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-9
MONUMENT SIGN, 1.0 FOOT WESTERLY. NO NEW BEARING TREES ESTABLISHED
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POST, 30 INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED BY A MOUND
OF STONES, 2.5 FEET IN DIAMETER AND 4 INCHES ABOVE THE GROUND.
PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. SET A U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-9 MONUMENT SIGN, 1.5
FEET EASTERLY. NO NEW BEARING TREES ESTABLISHED
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ESTABLISHED BY SINGLE PROPORTION FROM 500200 TO THE SOUTH AND
500300 TO THE NORTH. SET A STANDARD US FOREST SERVICE ALUMINUM
MONUMENT WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN,
ON A 2% INCH DIAMETER POST, 30 INCHES LONG, 24 INCHES IN THE GROUND,
ENCIRCLED BY A MOUND OF STONES 4.0 FEET IN DIAMETER AND 6 INCHES
ABOVE THE GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE
MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54-9
MONUMENT SIGN, 1.5 FEET WESTERLY. NO NEW BEARING TREES ESTABLISHED
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500300

FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, 3 INCHES ABOVE THE TOP OF A MOUND OF STONES, 4.5 FEET IN
DIAMETER AND 22 INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN FAIR
CONDITION, LEANING SLIGHTLY TO THE NORTH, STRAIGHTENED MONUMENT AND
REBUILT MOUND OF STONES. SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54—9 MONUMENT SIGN, 2.5 FEET WESTERLY. FOUND 1986
BEARING OBJECTS:
BO1: A 4 FOOT X 2.5 FOOT X 1.5 FOOT HIGH VOLCANIC BOULDER MARKED
"X", N37°E, 41.0 FEET
BO2: A 4 FOOT X 6 FOOT X 2 FOOT HIGH VOLCANIC BOULDER MARKED
"BX0", EAST, 23.7 FEET
BO3: A 4 FOOT X 3.5 FOOT X 2 FOOT HIGH VOLCANIC BOULDER MARKED
"BX0", S10'W, 69.7 FEET
NO NEW BEARING TREES ESTABLISHED
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FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, ENCIRCLED BY A MOUND OF STONES, 3.0 FEET IN DIAMETER AND 10
INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN EXCELLENT CONDITION,
STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET A U CHANNEL
ALUMINUM POST WITH A FOREST SERVICE 54-9 MONUMENT SIGN, 1.5 FEET
SOUTHERLY. FOUND 1986 BEARING TREE:
BT1: A 15 INCH PINE, S24°W, 154.2 FEET

ADDED TO TREE, A FOREST SERVICE 54—3 BEARING TREE SIGN AND A 6" MAG
SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR A CHAINING POINT AT
CENTER RIGHT SIDE. NO NEW BEARING TREES ESTABLISHED

=
63}‘9‘\': T;E;’/:.”’»
o Zz:*: A0\

500400

540100

600160

RIP

FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, ENCIRCLED BY A MOUND OF STONES, 4.0 FEET IN DIAMETER AND 10
INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN EXCELLENT CONDITION,
STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET A U CHANNEL
ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN, 2.0 FEET
NORTHERLY. FOUND 1986 BEARING TREES:

BTi: A 14 INCH PINE, NS6E, 40.1 FEET

BT2: A 10 INCH DEAD PINE, S74°E, 74.1 FEET

BT3 : A 14 INCH DEAD AND FALLEN PINE (RECORD WAS S42°W, 15.5

FEET)

BT4: A 14 INCH DEAD PINE, N53'W, 11.0 FEET
ADDED, TO THE LIVE TREE, A FOREST SERVICE 54—3 BEARING TREE SIGN AND
A 6" MAG SPIKE AND "PLS 7172” STAINLESS STEEL WASHER FOR A CHAINING
POINT AT CENTER RIGHT SIDE. SET A NEW BEARING TREE SCRIBED "BT”, WITH
6" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR CHAINING POINT
AT CENTER RIGHT SIDE, AND FOREST SERVICE 54—3 BEARING TREE SIGN:

BTS: A 14 INCH PINE, S35, 40.5 FEET

ESTABLISHED BY SINGLE PROPORTION ALONG THE LATITUDINAL ARC BETWEEN
500100 TO THE WEST, AND 600100 TO THE EAST. SET A STANDARD US
FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH DIAMETER ALUMINUM
CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER POST, 30 INCHES LONG,
24 INCHES IN THE GROUND, ENCIRCLED BY A MOUND OF STONES 3.0 FEET IN
DIAMETER AND 6 INCHES ABOVE THE GROUND. PLACED A PLASTIC ENCASED
MAGNET BENEATH THE MONUMENT. SET A U CHANNEL ALUMINUM POST WITH A
FOREST SERVICE 54—9 MONUMENT SIGN, 1.5 FEET NORTHERLY. NO NEW
BEARING TREES ESTABLISHED

ESTABLISHED BY SINGLE PROPORTION FROM 500200 TO THE WEST AND 600200
TO THE EAST. SET A STANDARD US FOREST SERVICE ALUMINUM MONUMENT
WITH A 3% INCH DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2%
INCH DIAMETER POST, 30 INCHES LONG, 26 INCHES IN THE GROUND, ENCIRCLED
BY A MOUND OF STONES, 2.0 FEET IN DIAMETER AND 4 INCHES ABOVE THE
GROUND. PLACED A PLASTIC ENCASED MAGNET BENEATH THE MONUMENT. SET
A U CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN,
1.2 FEET NORTHERLY. SET NEW BEARING TREES SCRIBED "BT", WITH 6" MAG
SPIKE AND "PLS 7172” STAINLESS STEEL WASHER FOR CHAINING POINT AT
CENTER RIGHT SIDE, AND FOREST SERWVICE 54-—3 BEARING TREE SIGN:

O“?ggrnx, ?:3\ BEARING TREE SCRIBED "BT”, WITH 6" MAG SPIKE AND "PLS 7172" STAINLESS 500200 ESTABLISHED BY DOUBLE PROPORTION FROM 500100 TO THE SOUTH, 500300 BT1: A 26 INCH JUNIPER, S77%E, 105.6 FEET
T St STEEL WASHER FOR CHAINING POINT AT CENTER LEFT SIDE, AND FOREST TO THE NORTH, 400200 TO THE WEST, AND 600200 TO THE EAST. SET A BT2: AN 8 INCH FORKED JUNIPER, N15'W, 72.6 FEET
SERVICE 54-3 BEARING TREE SIGN: STANDARD US FOREST SERVICE ALUMINUM MONUMENT WITH A 3% INCH
BT1: A 48 INCH FORKED JUNIPER, S42°W, 105.8 FEET DIAMETER ALUMINUM CAP, STAMPED AS SHOWN, ON A 2% INCH DIAMETER FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS

SHOWN, ENCIRCLED BY A MOUND OF STONES, 4.0 FEET IN DIAMETER AND 12
INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN FAIR CONDITION,
STRAIGHTENED THE MONUMENT AND REBUILT MOUND OF STONES. SET A U
CHANNEL ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN, 3.5
FEET SOUTHERLY. NO NEW BEARING TREES ESTABLISHED

FOUND A 2% INCH STAINLESS STEEL PIPE WITH A 3% BRASS CAP STAMPED AS
SHOWN, 2 INCHES ABOVE THE GROUND, ENCIRCLED BY A COLLAR OF STONES,
3.0 FEET IN DIAMETER. FOUND THE MONUMENT IN EXCELLENT CONDITION,
STRAIGHT AND SOLID, RE-BUILT COLLAR OF STONES. SET A U CHANNEL
ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN, 1.5 FEET
WESTERLY. FOUND 1987 BEARING TREES:

BT1: A 20 INCH JUNIPER, S30%E, 142.1 FEET

BT2: A 24 INCH JUNIPER, NO4'W, 23.4 FEET
ADDED, TO EACH TREE, A FOREST SERVICE 54-3 BEARING TREE SIGN AND A
6” MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR A CHAINING
POINT AT CENTER RIGHT SIDE. SET A NEW BEARING TREE SCRIBED "BT", WITH
68" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR CHAINING POINT
AT CENTER RIGHT SIDE, AND FOREST SERVICE 54—3 BEARING TREE SIGN:

BT3: A 12 INCH JUNIPER, S54'W, 72.9 FEET

FOUND A 2% INCH STAINLESS STEEL PIPE WMITH A 3% BRASS CAP STAMPED AS
SHOWN, ENCIRCLED BY A MOUND OF STONES, 4.0 FEET IN DIAMETER AND 8
INCHES ABOVE THE GROUND. FOUND THE MONUMENT IN EXCELLENT CONDITION,
STRAIGHT AND SOLID, REBUILT MOUND OF STONES. SET A U CHANNEL
ALUMINUM POST WITH A FOREST SERVICE 54—9 MONUMENT SIGN AND A
FOREST SERVICE 54—2 BOUNDARY SIGN, 3.0 FEET SOUTHWESTERLY. FOUND
1987 BEARING TREES:

BT1: A 30 INCH JUNIPER, S76°W, 55.1 FEET

BT2: A 10 INCH JUNIPER, S50, 120.8 FEET
ADDED, TO EACH TREE, A FOREST SERVICE 54—3 BEARING TREE SIGN AND A
6" MAG SPIKE AND "PLS 7172" STAINLESS STEEL WASHER FOR A CHAINING
POINT AT CENTER RIGHT SIDE. NO NEW BEARING TREES ESTABLISHED
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